CONNECTICUT DEPARTMENT OF TRANSPORTATION- DIVISION OF MATERIALS TESTING

2007

COARSE AGGREGATE FOR BITUMINOUS AND PORTLAND CEMENT CONCRETE

PRODUCERS/SUPPLIERS
% % LOSS PORTLAND
AGGR TEST LOSS SOUND BIT. CEMENT
SOURCE TYPE YEAR WEAR -NESS CONC. CONC.

AMENIA S & G AMENIA, NY CcG 2007 31.3 6.0 v v
AMERICAN INDUSTRIES JEWETT CITY CcG 2007 28.9 4.5 v
BECKER S & G W. WILLINGTON BS 2006 36.1 3.4 v
CHERENZIA S&G WESTERLY, RI BS 2007 35.3 1.2 v
GALASSO MATERIALS EAST GRANBY BS 2006 15.5 2.4 v v
HAYNES OXFORD BS 2007 33.5 2.7 v
KOBYLUCK S&G SALEM BS 2007 35.7 11 v
LANE, J.S. WESTFIELD, MA BS 2006 12.4 11 v
08&G BEACON FALLS (1) CcG 2007 27.0 1.42 v
08&G SOUTHBURY BS 2006 14.9 4.34 v
08&G BURRVILLE (2) BS 2007 31.4 2.3 v v
08&G WOODBURY BS 2006 12.0 2.0 v
O & G/PECKHAM CATSKILL, NY BS 2006 17.7 21 v
RAWSON S&S PUTNAM (3) CcG 2007 31.4 4.7 v v
suzIo co. MERIDEN BS 2005 16.4 1.4 ) v
TILCON CONN GRISWOLD CcG 2007 18.7 3.2 v
TILCON CONN MONTVILLE BS 2006 30.9 1.0 v
TILCON CONN NEWINGTON BS 2006 9.3 0.6 ) v
TILCON CONN N. BRANFORD BS 2006 17.7 0.9 ) v
TILCON CONN NEW BRITIAN BS 2006 10.9 1.0 ) v
TILCON CONN WALLINGFORD BS 2006 16.3 0.9 v
TILCON CONN WAUREGAN BS 2007 19.6 0.8 v v
CG = CRUSHED GRAVEL  BS = BROKEN STONE

(1) 100% Beacon Falls material in 2007 (3) Town Farm Road Facility

(2) Processed at Torrington

Note: Test year shown as 2007 is for wear tests only. All soundness results shown are from previous years. Rev. 7-07

(lab asbestos abatement limitations)




